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SIGNAL FACE ARRANGEMENT
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REINFORCEMENT PLATE
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WITH FLAT BLACK DOOR.
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SINGLE SECTION FIBEROPTIC REINFORCEMENT PLATE
PEDESTRIAN SIGNAL TO BE
i USED WITH POST MOUNTED SEE LEFT FOR SIGN AND PUSHBUTTON NOTES
,_.‘i,s’%‘éucpﬁgﬁsgfgﬁ“ VEHICLE SIGNALS, UNLESS |
SEE STD. E-140 80" TO I5'-0" OTHERWISE NOTED. |
7-07 10 10707 = [L;\:H 70" * SEE STD. E-ITIAM FOR MINIMUM SETBACK
PEDESTRIAN PUSH BUTTON I REQUIREMENTS OR PROVIDE AN APPROVED
N\ MOUNTING SADDLE, PUSH 10°-0 BREAKAWAY BASE IF MINMUM SETBACK
BUTTON AND SIGN TO BE REQUIREMENTS ARE NOT MET.UNLESS IN URBAN
ORIENTED AS SHOWN ON THE AREAS WHERE PEDESTRIANS AND BICYCLISTS
PLAN OR AS DIRECTED COULD BE STRUCK BY FALLING POLES.
3r_g BY THE ENGINEER. o IN WHICH CASE BREAKAWAY SUPPORTS
3'-6 ARE TYPICALLY NOT USED AND IT IS UP TO
THE DESIGNER TO WEIGH THE RELATIVE RISKS
INVOLVED BEFORE SELECTING A FINAL POLE
1@ /— LOCATION.
! I 1@1 ! 1@{ SIDEWALK OR GROUND LINE | I - —
ii~—=__ FACE OF CURB OR
PEDESTRIAN SIGNAL VEHICLE SIGNAL VEHICLE AND PEDESTRIAN 24 EDGE OF TRAVELLED WAY

PEDESTAL POLE INSTALLATION

SIGNALS

NOTES

l. REFER TO STANDARD E-ITIA FOR TRAFFIC SIGNAL GENERAL NOTES.

2. STEEL PEDESTAL POSTS AND BASES SHALL BE PAINTED FEDERAL YELLOW, AFTER GALVANIZATION. UNLESS OTHERWISE
NOTED IN THE PLANS. ALUMINUM POSTS AND BASES SHALL HAVE A NATURAL ALUMINUM FINISH.

3. ALL PEDESTAL POLES WHICH ARE PROVIDED WITH A BREAKAWAY FEATURE SHALL CONFORM TO THE REQUIREMENTS OF
THE AASHTO 1985 STANDARD SPECIFICATIONS FOR STRUCTURAL SUPPORTS FOR HIGHWAY SIGNS, LUMINAIRES, AND
TRAFFIC SIGNALS, SECTION 7 AND SUBSEQUENT REVISIONS.

REFER TO STD E-I7TIC FOR PEDESTRIAN PUSH BUTTON ACCESSIBILITY DETAILS.

PUSH BUTTON CONTROLS SHALL BE RAISED FROM OR FLUSH WITH THEIR HOUSINGS
AND SHALL BE A MINIMUM OF 2'IN THE SMALLEST DIMENSIONS. THE FORCE
REQUIRED TO ACTIVATE CONTROLS SHALL BE NO GREATER THAN 5 Ibf

_,_1 }.u g /2" CONDUIT FOR 4 - %6 BARS
GROUND CONDUCTOR
\\/ ) AND WEEP HOLE. ANCHOR BOLTS
/4" -
i O . 2" SCORE_ MARK_TYPICAL
OvERLAP ¢ ALL CONDUIT LOCATIONS

USED FOR CONDUIT LOCATION, SEE

RIGHT *SECTION"' DETAIL. CONDUIT SIZE AND TYPE

AS NOTED ON THE PLANS

#4 BARS AT I'-0'/
VERTICAL SPACING

2’ SCORE MARK DETAIL 3 '/ CLEARANCE

DIMENSIONS FOR PEDESTAL
BASES VARY WITH DIFFERENT
MANUFACTURERS. SQUARE OR
OCTAGONAL BASE MAY BE
USED UNLESS OTHERWISE
NOTED ON THE PLANS.
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OCTAGONAL BASE

POSITION ANCHOR BOLTS TO ALLOW

SECTION

MINIMUM CLEARANCE OF 1172/ T0
NEAREST REINFORCING STEEL.

*#*6 AWG SOFT DRAWN COPPER GROUND CONDUCTOR.
CONNECT TO GROUNDING LUG IN POLE.

CONDUITS TO EXTEND 2’
ABOVE CONCRETE BASE

USE EDGING TOOL AROUND 2’ STEEL CLEARANCE

TOP OF CONCRETE BASE \
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PLASTIC CONDUIT FOR #6 AWG SOFT o 1| 3" UNDER ROADWAY (MIN.)
DRAWN COPPER GROUNDING CONDUCTOR. § }} |
-
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CONNECT TO THE GROUNDING ELECTRODE

USING AN EXOTHERMIC WELD. o

I \CONDUIT SIZE AND TYPE AS
1 NOTED ON THE PLANS.

578" X 8’ MIN. COPPER CLAD

GROUNDING ELECTRODE. T~ |~ ANCHOR BOLTS

I! 4-*6 BARS (5”7 SHORTER
(! THAN FOOTING HEIGHT)

ELEVATION ~<{|_ *4 BARS AT I-0" VERTICAL

SPACING, 3’ CLEARANCE
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DETAILS OF REINFORCED CONCRETE FOOTING FOR PEDESTAL POST

DETAILS OF TRAFFIC SIGNAL PEDESTAL POST AND BASE OTHER STDS. E - 140, E - 171A, E-171B, E-171C
REQUIRED
REVISIONS AND CORRECTIONS APPROVED oNLAGE

o

JUNE 2I, 1989 - DATE OF ORIGINAL ISSUE

MAY 14,1990 - FHWA COMMENTS

NOV. I7, 1993 - MISC. COMMENTS

AUG. 9, 1995 - CORRECTED BUTTON HEIGHT, ADDED

NOTE 4, REVISED BASE GROUNDING &
OTHER STDS REQUIRED.
NOV. 4,999 - CHANGED PED. POLE INSTALLATION NOTE.

PER AASHTO SPECIFICATIONS
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